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Chrysler & Ford Specification Converstions

Chrysler Number Wire Type [EWC Ref # SAE #
GPT__-__

MS-3450 GPT-STD PVC J1128
MS-3494 HDT-Heavywall PVC HDT__ -__ J1128
MS-3877 HTS-CSPE W/Std (BC/TC) HTS__ - __ J1128

MS-5564 GPT-STD PVC 105C GPTH__ - J1128
MS-5919 SXL-STD X-Link SXL__ - J1128
MS-6544 HTS-CSPE W/FIx (BC/TC) Pending J1128
MS-7889 TWP-Thin Wall PVC GPTL__-__ J1560
MS-8288 TXL-Extra Thin X-Link TXL_ - 11128
MS-8900 GXL-Thin Wall X-Link GXL__- J1128

Ford Number Wire Type [EWC Ref # SAE#

[ wsso |

T

Extra Flex PVC-Noodle Wire Pending

HDT-Heavy Wall PVC HDT__-__ J1128
HTS-CSPE W/Std BC Str Pending 128
HTS-CSPE W/Std TC Str HTS__ - 11560
GPT-Std PVC GPT__ - nzs
GPT-Std PVC W/Std TC Str GPT_T-__ nizs
GPT-Std PVC 105C GPTH_ - n2s
GPT-Std PVC 105C W/TC Str Pending 1128
SXL-Std X-Link SXL_ - nzs
GXL-Thin Wall X-Link GXL_-_ nzs
SXL-Std X-Link W/TC Str SXL_T__ nzs
TFE or PFA Nickel Plated Cond TFE_-_

HTA-Type Huy Wall W/BC Str Pending

HTA-Type Hvy Wall W/TC Str Pending

HTA-TPE Thin Wall W/BC Str Pending

TWP-Thin Wall PVC GPTL_ - 1128
TXL-Extra Thin X-Link ™ -_ 11560
Ignition Resistor Wire Pending
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