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1.0  SCOPE:
THIS SPECIFICATION DETAILS THE REQUIREMENTS FOR A 1-CONDUCTOR, 16AWG, PVC INSULATED WIRE.

2.0  APPLICABLE DOCUMENTS
ASTM  D  3951 STANDARD PRACTICE FOR COMMERCIAL PACKAGING

3.0  ELEMENT 1: PRIMARY WIRE
CONDUCTOR: 16 AWG, 259/40, 7X37/40, TIN PLATED COPPER (ROHS AND REACH COMPLIANT)
     DCR: 4.49 Ω/1000FT MAX.
INSULATION: PVC (ROHS AND REACH COMPLIANT)
     SPECIFIC GRAVITY: 1.28
     HARDNESS: 82/72 C 
     DIELECTRIC: STRENGTH: 2500 PSI, ULTIMATE ELONGATION: 320
     WALL: 0.015" NOMINAL, CONCENTRICITY 70% MIN
DIAMETER: 0.098" NOMINAL
COLOR: TBD PER CUSTOMER PURCHASE ORDER

4.0 TESTING:
VISUAL: 100%
CONTINUITY: 100%

5.0 ELECTRICAL CHARACTERISTICS:
RATING: 80°C, 300VAC, HORIZONTAL FLAME, OIL RESISTANT 60°C or 80°C (OPTIONAL)

6.0 CERTIFICATIONS:
UL: UL STYLE 1007

7.0 PACKAGING:
CABLE TO BE PACKAGED IN SUCH A MANNER AS TO ASSURE PROTECTION FROM DAMAGE DURING NORMAL
HANDLING AND STORAGE, IN ACCORDANCE WITH ASTM-D-3951.
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1-CONDUCTOR, 16AWG, PVC INSULATED WIRE

CAGE
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10/26/12 24027 DWG 
NO. 3007-4965-01-12 REV.
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SIZE

SHEET 1/1

AA
SCALE

N/A

Ø0.0980in
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