
 

Insulation: PVC

Print Legend: 18 AWG (0.824mm2) 3/C E54864 (PLANT ID CODE) (UL) SPT-1 105C 300V VW-1 - - - 156016 CSA SPT-1 105C 300V FT-1 Green 
conductor for grounding only

FST019-C

Description: 18/3 41/34 BC SPT-1 105C Green Ground

CF Parent Number:

Stranding: 41/34 BC LHL

1.  ONE CONDUCTOR FULLY RIBBED.

Voltage: 300V

Temperature: 105C

Notes:
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Bremen, IN  46506
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PRODUCT SPECIFICATION
DATE

6/12/2008

REV
A

ECN
833-08

DESCRIPTION
SPECIFICATION CREATED

MINOR: 0.120

COND. TO COND. MIN:

0.027

RIPPED WALL MIN

0.013

MAJOR: 0.297

NOM WALL

MIN WALL

0.030

0.027
Style: UL:  SPT-1    CSA:  SPT-1

Ground: 18 41/34 BC SPT Ground LGN OD 0.078"

2.  INDENT PRINT ON SMOOTH CONDUCTOR.

Tolerance +/- 0.010

Tolerance +/- 0.005

Approved By:________________________________Date:___________

Title:________________________________Company Name:_______________________

Customer Approval:

This product complies with European Directive 2002/95/EC (RoHS)


